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LIGHTS

Description

The Endure Series Flood Lights offer world-class performance and durability for various residential,
industrial indoor and outdoor applications. These high output floodlights can effectively be used to
illuminate building facades, flag poles, billboard signage besides many other uses. With a 125 Im/W
lumen package and 5 wattages/lumen options, Endure Flood Lights are ideal as a future-proof
replacement for conventional floodlights. Endure Flood Lights also have a built-in PIR sensor option
and programming capabilities to offer intelligent solutions for maximizing efficiency. These flood lights
provide excellent high quality, come with a long life of 50,000 hours and carry up to 5 years warranty.

Product Features

Housing
Power
Finishing
Control

Installation

Color Temperatures

IK Rating

IP Rating

Operating Temperature
Lifespan

Warranty

Application Areas

For recreational sports
Exhibition Center
Shopping Mall
Stadium

Accent Lighting
Parking Lots

Building Facades

Product Benefits

Web: www.fast-lights.com

Up to 80% savings in energy cost
Light uniformity and sight advantage

Low maintenance cost
Bright, robust, and durable
Long life span

: Bracket Mounting
: 3000K, 4000K, 5700K, 6500K
: 08

: 66

: -30 °C ~ 50 °C
: 50,000hrs @L70
: Up to 5 Years

ENDURE FLOOD LIGHT

Product Specification

: Die-cast aluminum, Tempered Glass & Polycarbonate Optical Lens
: 50w, 100w, 150w, 200w, 300W

: Powder Coated

: 0-10v Dimmable (Optional), DALI (Optional),

PIR Sensor (Optional)
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Technical Data

Model Power CRI Lumen | Efficiency Beam LxWxH _Gross
(W) (Im) | (Im/W)* Angle (mm) Weight (Kg)
FLL-ENFL-300-50-XX70-XX-XXX 50 =70 6,250 125 60°/90°/120° | 300x240x69 25+03
FLL-ENFL-335-100-XX70-XX-XXX 100 >70 12,500 125 60°/90°/120° | 335x295x71 3.9+0.3
FLL-ENFL-375-150-XX70-XX-XXX 150 >70 18,750 125 60°/90°/120° | 375x320x75 51+03
FLL-ENFL-400-200-XX70-XX-XXX 200 >70 25,000 125 60°/90°/120° |400x345x78 6.1 £0.3
FLL-ENFL-464-300-XX70-XX-XXX 300 >70 37,500 125 60°/90°/120° | 464x410x83 9.1+£0.3

*Efficiency shown is as per the highest lumen output for CCT 6500K
Electrical Data

Wattage 50w 100w 150w 200w 300w
Voltage Range 220~240 Vac
Power Factor >0.95
Input Current (max) mA 0.23A @ 230Vac | 0.46A @ 230Vac | 0.69A @ 230Vac | 0.92A @ 230Vac | 1.37A @ 230Vac
Line Frequency 50~60Hz
Surge Protection 6 KV Line-Line, 6 KV Line-Line. 10KV Line-Earth 6 KV Line-Line,
. ine-Line, ine-Ea .
6KV Line-Earth 6KV Line-Earth
Total Harmonic Distortion < 10%
Ordering Codes
Short Name FLL - ENFL |- - - - -
Code 10 - 03 - - - - -
Main Group Sub Group Size Watt CCT, CRI Beam Angle Misc.
Main Group Watt Misc.
Short Name | Code Description Short Name | Code Description Short Name | Code Description
100 20 100 watt PGVS 008 Programable
Sub Group 150 22 150 watt MWDALI 009 | Mean Well DALI
Short Name | Code Description 200 24 200 watt MWO~10vDim 010 0~1|\g(\a/alr)1inv1vr$1|;|:1ble
ENFL 03 Endure Flood Light 300 27 300 watt
Mean Well
< CCT, CRI MWDALI+NEMA | 011 DALI + NEMA
ize -
ipti PSDALI 012 Philips DALI
Short Name | Code Description Short Name | Code Description i Non
1]
300 005 |L,300 x W,240 x H,69mm 3070 01 3000K, Ra70 PSND 013 Dim'?name
335 006 |L,335 x W,295 x H,71mm 4070 03 4000K, Ra70 Mean Well
375 007 |L,375 x W,320 x H,75mm 5770 05 5700K, Ra70 MWND 014 Non Dimmable
400 008 |L,400 x W,345 x H,78mm 6570 07 6500K, Ra70 SSDALI 015 Sosen DALI
464 009 |L,464 x W,410 x H,83mm Beam Angle Philips
9 PSDALI+NEMA | 016 DALL+NEMA
Short Name | Code Description
60 02 60 Deg SSDALI+NEMA | 017 b ALSI‘fﬁEM A
90 03 90 Deg
Sosen
120 04 120 Deg SSND 018 Non Dimmable
Web: www.fast-lights.com UAN:111-000-343



LIGHTS

Polar Diagrams

ENDURE FLOOD LIGHT

Product Specification

50-300W

Dimension Sketch
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SALES OFFICE & DISPLAY
CENTER

120-Y BLOCK, COMMERCIAL
AREA, PHASE III,

DHA, LAHORE.

UAN: 111-000-343

FAISALABAD OFFICE

ALI MALL PLAZA, 1ST FLOOR,
MAIN SUSAN ROAD, BANK
MOR, 12-W-101, MADINA
TOWN, FAISALABAD.
PH: +92-41-8725542
FAX: +92-41-8725642

Web: www.fast-lights.com
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HEAD OFFICE

11mm
83mm

192-Y BLOCK, COMMERCIAL AREA, PHASE III, DHA, LAHORE.

ISLAMABAD OFFICE
ISLAMABAD EXPRESSWAY,
SERVICE ROAD, NEAR

PARADISE COMPLEX ISLAMABAD.
PH: +92-51-2617540-2

FAX: +92-51-2617543

MULTAN OFFICE

226-A, SHAH RUKN-E-ALAM
COLONY, MULTAN.

PH: +92-61-6770810-11
FAX: +92-61-6213188

PH: +92-42-35742396-9, FAX: +92-42-35742391

PESHAWAR OFFICE
A-6, 1ST FLOOR, TOWN CENTER
PLAZA, ABDAHARAH ROAD,
UNIVERSITY TOWN, PESHAWAR.
PH: +92-91-5700372-73

FAX: +92-91-5700374

KARACHI OFFICE

HOUSE NO. 34-D/7, BLOCK-6,
PECHS, KARACHI.

PH: +92-21-34395013-14
FAX: +92-21-34300509

SIALKOT OFFICE
HABIB MALL, OPPOSITE HOTEL
THE JEEVAN'S, KASHMIR ROAD,
SIALKOT.

PH: +92-52-3252461-2

FAX: +92-52-3252465

HYDERABAD OFFICE
HOUSE NO. 80, ABDULLAH
SPORTS CITY, MAIN SUPER
HIGHWAY, HYDERABAD.
PH: +92-22-6124570

GUJRANWALA OFFICE
1ST FLOOR, 75 AL-REHMAN
BUSINESS COMPLEX, MUMTAZ
MARKET, GUIRANWALA.

PH: +92-55-3846393-4

FAX: +92-55-3846395

QUETTA OFFICE
OFFICE#10, 1ST FLOOR, GULL
PLAZA, SURAJ GUNJ BAZAR,
SOLAR MARKET, QUETTA.

PH: +92-81-4127207

UAN:111-000-343

MRK/PM/PS/ENFL/22/02




	Page 1
	Page 2
	Page 3
	Page 4

